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In this study, the production of ZnSt2 using sodium stearate and zinc sulfate in a precipitation
process, and stearic acid and zinc oxide in a fusion process, was investigated with regard to
product purity. In the fusion process, an increase in mixing rate decreased the induction time
occurring at the beginning of the reaction. While the melting point of the zinc stearate prepared
by the precipitation process was found to be about 122 °C by optical microscopy, it was slightly
lower than 122 °C for zinc stearate produced by the fusion process. Differential scanning
calorimetry (DSC) indicated onset of melting at 120 °C and 118 °C for samples prepared by
precipitation and fusion processes, respectively. Characteristic peaks of ZnSt2 were present in
XRD patterns of the products obtained by both processes. From SEM micrographs, it was seen
that zinc stearate obtained by both processes had lamellar structure.
Introduction
The long-chain carboxylates of metal ions are com-
pounds of considerable commercial importance and find
applications in areas such as driers in paints or inks,
components of lubricating greases, heat stabilizers for
plastics (especially PVC), catalysts, waterproofing agents,
fuel additives, and cosmetic products, etc.1 Zinc stearate
(ZnSt2) is one of the important ionic surfactants of metal
soaps. In addition to the aforementioned applications,
ZnSt2 has been recently used in preparation of Lang-
muir-Blodgett (LB) mono- and multilayers.2 Metal
soaps are manufactured by using one of the following
three processes: double decomposition (precipitation
process, eq 1), direct reaction of carboxylic acid with
metal oxides, hydroxides, and carbonates (fusion proces,
eq 2), and direct reaction of metals with molten fatty
acids (eq 3). Considering some of the metals give no
reaction with organic acids, and the absence of pure
metals in nature, the first two processes are generally
preferred for pure product manufacturing.1
The precipitation process generally produces metallic
soap by the reaction of an aqueous solution of a water-
soluble metal salt and a fatty acid alkali metal salt at
a temperature below the boiling point of water under
atmospheric pressure. Filtering, washing, and drying
are the important steps in this method. Manufacturing
of metal soaps using the precipitation process has been
studied extensively.3,4 Double decomposition reactions
of crude oleic soaps and inorganic compounds indicated
cation exchange reactions were temperature dependent
and that the presence of ethanol in the reaction medium
enhanced the rate of reaction.5 The fusion process,
however, produces metal soaps by the reaction of metal
oxides, hydroxide, carbonate, or acetate with a molten
fatty acid at temperatures sufficiently high to form
metal soaps. Instead of washing and drying processes,
a grinding step becomes important to obtain a product
with desired particle size. The fusion process also has
been examined.6-8 One of the important parameters
encountered in the fusion process was long reaction
timesup to 3-4 h. This problem was overcome by using
either azelaic acid, phthalic acid, citric acid, or succinic
acid as catalysts in the fusion process.8
Physicochemical properties of metal soaps are deter-
mined by the nature of the metal ion and organic acid.
Unlike the conventional carboxylates of Na and K, they
are generally water insoluble or sparingly soluble. There
are various studies on different metal soaps in the
literature. The structure and thermal behavior of some
long-chain cerium (III) carboxylates were also studied.9
It has been shown that the solid phase has a lamellar,
bilayer structure with planes of the cerium(III) ions
coordinated to the carboxylate groups. Melting points
of certain soaps have been reported differently because
of impurities in the product.1 Synthesis and character-
ization of iron stearate compounds was reported by
Abrahamson and Lukaski.10 The structure and transi-
tion behavior of ZnSt2 by infrared and XAFS spec-
troscopies were investigated by Ishioka et al.11 From
XAFS analysis, the coordination number of the carboxy-
late group around the zinc atom was evaluated as 4 and
the Zn-O distance was 1.95 Å.
There are a number of studies regarding the use of
zinc stearate as a heat stabilizer for poly(vinyl chloride)
(PVC). While it was expected to obtain very good
thermal stabilization of PVC, the use of commercial
ZnSt2 with its costabilizer, aluminum stearate, in PVC
stabilization induced PVC degradation due to either
insufficient mixing of PVC and stabilizers or presence
of impurities in stabilizers.12 Thus, preparation of pure
ZnSt2 is important for PVC thermal stabilization ap-
plications.
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2C17H35COONa(aq) + ZnSO4â7H2O(aq) f
(C17H35COO)2Zn(s) + Na2SO4(aq) + 7H2O(l) (1)
ZnO(s) + 2C17H35COOH(l) f
(C17H35COO)2Zn(l) + H2O(g) (2)
Zn(s) + 2C17H35COOH(l) f (C17H35COO)2Zn(l) + H2(g)
(3)
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Investigation of effects of production technique (namely
precipitation and fusion), by using a well-characterized
stearic acid used in soap in industry, on product
properties and on purity of ZnSt2 were the aim of this
study.
Experimental Section
ZnSO4â7H2O and ZnO (99%, Merck), technical grade
stearic acid (octodecanoic acid), and C17H35COOH (com-
mercial product, Dalan Soap Factory, Turkey) were used
in the experiments. The acid value of the stearic acid
was 208.2 mg KOH/g of stearic acid and it consisted of
47.7% palmitic acid (hexadeconaic acid) with C16 alkyl
chains and 52.3% stearic acid with C18 alkyl chains.
Sodium stearate from Dalan Soap Factory was used in
precipitation technique.
Precipitation Process. A 5.000 g (0.016 mol) sample
of sodium stearate, NaSt, was dissolved in 200 mL of
deionized water in the reactor shown in Figure 1 at 70
°C. A 2.345 g (0.008 mol) portion of zinc sulfate hep-
tahydrate was dissolved in 100 mL of deionized water
at 30 °C. After the sodium stearate was completely
dissolved in water, the zinc sulfate solution was fed to
the reactor by a peristaltic pump (Masterflex C/L) at a
constant flow rate of 13.64 mLâmin.-1 The reaction
temperature was maintained at 70 °C by a PID tem-
perature controller (Love Controls Series2500). In this
semi-batch process, the mixture was stirred at 500 rpm
with a four-bladed mechanical mixer. The reagents in
eq 1 were used in equivalent amounts. The reaction was
also carried out at 10% excess sodium stearate and 10%
excess zinc sulfate. Since the byproduct (Na2SO4) was
soluble in water the reaction media was filtered by using
a Bu¨chner funnel under a 600-mmHg vacuum. To
remove the Na2SO4 completely, wet ZnSt2 was washed
twice with 200 mL of deionized water. The wet ZnSt2
cake was dried in a vacuum oven at 400-mmHg vacuum
at 100 °C. An experiment was also done by instanta-
neous mixing of equivalent amounts of reactants and
taking aliquots of samples to study reaction kinetics at
70 °C.
Fusion Process. A 113.78-g (0.40 mol) sample of
stearic acid was molten at 70 °C above its melting point
in the reactor and a 16.27 g (0.20 mol) of zinc oxide
(ZnO) was added to the molten stearic acid. The reaction
was carried out above the melting point of ZnSt, at 140
°C and under atmospheric pressure. In this batch
process, to determine the effect of stirring rate on
reaction time, the mixture was stirred at 400, 600, and
750 rpm by a four-bladed mechanical mixer. Samples
were taken from the reactor at different times to study
the reaction kinetics.
ZnSt2 Characterization. The crystalline structure
and purity of the ZnSt2 samples were determined by
means of Philips Xpert-Pro X-ray powder diffractometer
using Cu KR radiation at 45 kV and 40 mA. A scanning
electron microscope, Philips XL30 SFEG, (SEM) with
energy-dispersive X-ray (EDX) analyses was used for
identification of particle size and product purity. The
samples were coated with gold and palladium metals
by using the sputtering technique. A Fourier transform
infrared spectrophotometer (Shimadzu 8601) was used
to determine functional groups of the products, the
impurities in products, and reactant conversion by well-
known ratio method NaSt. ZnSt2 and stearic acid with
different amounts in KBr were taken to determine the
absorptivity of the compounds at 1560, 1540, and 1700
cm-1. Inductively coupled plasma atomic emission spec-
troscopy (ICP 96, Varian) was used to measure the zinc
and sodium contents of HNO3 extracts of soaps. An
elemental analyzer (CHNS-932 LECO) was used to
determine the product constituents and the removal of
byproduct, Na2SO4. Thermogravimetric analyses (Shi-
madzu, TGA-51) were utilized, in which ZnSt2 samples
(10-15 mg) were loaded into a Pt pan and heated from
30 to 1000 °C at 10 °C min-1 under N2 flow (40 cm3
min-1). The melting behavior of each ZnSt2 sample was
determined using transmission optical microscopy (Olym-
pus, CH40) with a heated hot stage controlled by a
temperature controller (Instec, STC 200C) and dif-
ferential scanning calorimetry (DSC) (Shimadzu, DSC-
50). Melting of ZnSt2 particles was photographed by a
digital camera (Nikon, Coolpix 995). DSC curves were
taken by heating the samples at 10°C/min rate up to
200 °C under 40 cm3 min-1 nitrogen gas flow.
Results and Discussion
Reaction Temperature. In the precipitation pro-
cess, a reaction temperature of 70 °C was selected to
have the NaSt solution concentration above 2.5% in
water.13 On the other hand, solubility of zinc sulfate is
high enough at this temperature. In the fusion process,
reaction temperature was selected as 140 °C, which was
high above the melting point of the ZnSt2 to ensure low
viscosity of the reaction medium.
Raw Material Characterization. EDX analysis of
NaSt and zinc sulfate: Na 9.09%, C 66.14%, O 14.45%
(wt), and Zn 39.27%, S 15.39%, O 40.68% (wt) values
were obtained. Carbon content of sodium soap (66.14%)
was lower than its theoretical value of 70.54%, and
sodium content (9.90%) was greater than its theoretical
value of 7.5%. These results show that soap has a
shorter alkyl chain length than stearate ion. Since EDX
analysis was performed under ultrahigh vacuum, nearly
7 mol of hydrated water was removed from the zinc
sulfate sample and S, O, Zn percent values were very
close to that of anhydrous zinc sulfate.
Product Purity. EDX measurements have been done
at three different points and average values of these
results are reported in Table 1. Zn2+ ions were recovered
from ZnSt2 samples using nitric acid for ICP analysis.
The weight percents of Na+ and Zn2+ ions were deter-
mined as shown in Table 1. The product obtained for
three different conditions in precipitation process ac-
cording to eq 1 were very similar in composition.
Elemental analysis results are lower than the theoreti-
Figure 1. Experimental setup.
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cal values. This result is assigned to low C content in
the sodium stearate. This situation produced higher Zn
content in the product. Na+ ion concentration in product
was higher 0.52% (w) for the deficient case than that of
excess case 0.02% (w). The characteristic peaks of zinc
stearate at 1540 and 1398 cm-1 were observed for the
samples which were produced in precipitation process
as shown in Figure 2a-c. These bands are due to
antisymmetric and symmetric carboxylate stretching
bands (îaCOO- and îsCOO-), respectively.2 Antisym-
metric and symmetric methylene stretching, and me-
thylene scissoring bands (îaCH2, îsCH2, and äsCH2)
were observed at about 2914, 2850, and 1472 cm-1,
respectively. These bands are due to the alkyl chain in
the zinc stearate structure. In Figure 2c, the band
observed at 1560 cm-1 belongs to asymmetric stretching
vibration (îasCOO-) of the sodium soap. This shows the
presence of unreacted sodium soap in the product. From
the IR analysis it was found that raw materials must
be fed in equivalent amounts in the production of zinc
stearate by precipitation process. There are different
reported values, such as 130 °C14 and 124-126 °C15 for
the melting point of ZnSt2. Phase transition tempera-
tures of ZnSt2 samples from both precipitation and
fusion processes were determined with the aid of the
DSC analysis and optical examination. A sharp transi-
tion from opaque to transparent appearance between
120 and 123 °C was observed by heating the sample on
a hot stage microscope. The melting point of ZnSt2
produced by precipitation process was found to be 122
°C as shown in Figure 3 a and b. The fusion process
product obtained according to eq 2 started to melt at
120 °C and it was completely melted at 122 °C as shown
in Figure 3c and d. As it was pointed out by Akanni
and Nbaneme,16 ZnSt2 samples melt directly from the
solid to the liquid phase. The presence of unreacted
stearic acid in the fusion process product reduces the
melting point of ZnSt2. In the present study, optical
techniques and DSC gave similar melting points. The
onset of melting was 120 °C and 118 °C and melting
peak maxima were at 125.17 °C and 125.77 °C for ZnSt2
by precipitation and fusion processes, respectively, as
seen in their DSC curves in Figure 4, confirming the
Table 1. Elements % (w) for ZnSt2 Samples
equivalent 10% excess Zn 10% deficient Zn
elements theor. ICP EDX EAa ICP EDX EAa ICP EDX EAa
C 68.43 70.23 64.84 68.15 63.96 - 68.54 65.72
O 10.12 7.14 8.75 9.06
Zn 10.34 13.53 12.17 14.84 13.18 12.33 10.52
Na 0.1 0.02 0.521 1.04
H 11.09b 11.09b 9.41 11.09b 9.07 11.09b 9.92
a For elemental analysis (EA) results. b For theoretical values of hydrogen.
Figure 2. IR spectra of ZnSt2 for (a) equivalent, (b) excess, and
(c) deficient Zn cases by precipitation process.
Figure 3. Transmission optical microscope photographs of equiva-
lently ZnSt2 sample produced by precipitation process (a) at 122
°C and (b) at 123 °C, and of ZnSt2 sample produced by fusion
process at 750 rpm sample (c) at 120 °C and (d) at 122 °C.
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optical solid-liquid-phase transition observed at about
120 °C. ZnSt2 from fusion process contained free stearic
acid melting at 55.25 °C as shown in Figure 4. The
presence of palmitic acid (47.7%) in the stearic acid used
could be the reason for the melting points found in the
present study to be lower than values reported in the
literature.14,15 The presence of unreacted acid was
verified by IR analysis by the presence of CdO at 1700
cm-1 as seen in Figure 5. The remaining mass of ZnSt2
samples at 1000 °C obtained from precipitation and
fusion processes are 27.34% and 17.98%, respectively
as seen in Figure 6. ZnSt2 from precipitation process
began to lose weight at 100 °C. On the other hand, ZnSt2
from fusion process started to lose weight at 270 °C at
which degradation starts. Total loss for fusion process
product occurred as 82.01% (w), and above 550 °C no
loss was observed. The precipitation product lost 72.64%
of its initial weight, and above 550 °C no weight loss
was observed. The remaining compound at the end of
thermal treatment could be oxide and carbonate of zinc
metal.1 Although the analysis of decomposition products
was not performed, it was thought that major decom-
position products of ZnSt2 were carbon dioxide, alkanes,
and ketones as gas products.17 As pointed out by Jaw
et al.,18 stearic acid decomposed giving 5% in weight
carbonaceous residue as seen in Figure 6. Since ZnSt2
from the fusion process contained unreacted stearic acid,
it had a lower remaining mass in TGA analysis.
Morphology of Particles. Figure 7a shows the
crystal morphology of ZnSt2 sample produced in the
equivalent case of the precipitation process. It has a
random platelike crystal. The particle size of samples
changed between 2 and 4 ím. It can be seen from Figure
7b that the fusion process particle size of ZnSt2 samples
changes between 4 and 6 ím. Since ZnSt2 had crystal-
lized from melt in the fusion process, the crystal shapes
of particles in fusion process were different from the
ZnSt2 particles obtained by the precipitation process.
The particles had sharper edges and were more orderly
packed than the ones from precipitation process.
Figure 4. DSC curves of samples from precipitation and fusion
processes.
Figure 5. IR spectra of ZnSt2 at different times for 400 rpm for
the fusion process.
Figure 6. TGA curves of ZnSt2 samples from precipitation and
fusion process.
Figure 7. SEM micrograph of ZnSt2 samples produced by (a)
precipitation process and (b) fusion process.
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Crystal Structure. Although all of the XRD patterns
are noisy, two of the characteristic 2ı values of zinc
stearate at 6.40° and 19.58° were observed in Figure
8a for ZnSt2 prepared by the precipitation process. The
noise of the patterns is caused by the amorphous
structure of zinc stearate. The reason for this amor-
phous structure might be the reaction phase in which
the product cannot be packed in an orderly fashion. On
the other hand, the presence of micelles in the reaction
phase might have some diminishing effects on crystal-
linity of the product.14 Figure 8b shows that ZnSt2
samples produced by the fusion process have their own
characteristic peaks at 2ı values of 6.55°, 8.77°, 10.93°,
19.67°, and 22.99°, except the 2ı at 37.93°. These results
are consistent with literature values.19
Zinc Coordination with Carboxylate Ions. The
elemental analysis by EDX reported in Table 1 indicates
7.14% O and 12.17% Zn for the precipitation process.
This corresponds to 2.4 mol of O atoms per Zn(II) ion
in contrast to the theoretical value of 4 O atoms per mol
of Zn in the ZnSt2 molecule. The coordination of oxygen
atom to Zn is in chelating form since only the IR peak
at 1540 cm-1 was present in the IR spectra of ZnSt2’s
presented in Figure 2a, b, and c of this study. If
they were in ionic form a peak at 1576 cm-1 would be
seen.20
Kinetic Studies. The characteristic bands, functional
groups, and specific absorptivity values determined from
IR spectra of samples having different concentrations
and using Beers’ law, are shown in Table 2. As can be
seen in the Figure 5 with elapsing time of reaction, the
characteristic peak of stearic acid at 1700 cm-1 due to
CdO stretching vibration decreased and the character-
istic band of zinc stearate at 1540 cm-1 due to COO-
stretching vibration increased for the fusion reaction.
However, after a certain time, no change was observed
in the height of the stearic acid band which showed
unreacted stearic acid remained in the product. The
conversion obtained was 20% at the beginning of the
reaction, and its rate increased suddenly after an
induction period and reached a limiting value around
80% in a very short time. For 400, 600, and 750 rpm
stirring rates the induction times were 54, 52, and 15
min, respectively, as seen in Figure 9. This period was
attributed to the barrier film of zinc stearate formed
on the surface of the zinc oxide particles. Replacement
of this film with fresh stearic acid was more rapid at
high stirring rates, decreasing the induction period of
the reaction. The reaction was completed in a time
period less than 1 h in this study; a shorter period than
the 3-4 h reported previously by other workers.6
The change of conversion with elapsing time is shown
in Figure 9 for both processes. The ratio of absorbance
of NaSt’s COO- groups’ vibration at 1560 cm-1 to
absorbance of COO1- groups’ vibration of ZnSt2 at 1540
cm-1 was obtained from the IR spectra of every sample
taken during the precipitation reaction. By using this
ratio, conversion was calculated according to eq 4. The
same procedure was used in the fusion process using
the ratio of absorbance of CdO groups of stearic acid at
1700 cm-1 to absorbance to COO- groups vibrations of
ZnSt2.
where 1 is the absorptivity of reactant (NaSt or stearic
acid), 2 is the absorptivity of product (ZnSt2) in mg/
200 mg KBr, and A1 and A2 are absorbance values of
reactant and product, respectively.
Figure 8. XRD pattern of ZnSt2 samples produced by (a)
precipitation process and (b) fusion process, at different mixing
rates.
Figure 9. Change of conversion with elapsing time for different
mixing rates (arrows indicate start of the second step in the
reaction).
Table 2. Characteristic Vibration, Wavenumber of the
Band, and Absorptivity of Functional Groups of
Compounds
compound vibration type
wavenumber
(cm-1)
absorptivity ()
200 mg KBr/mg
NaSt COO- stretching 1560 4.55
ZnSt2 COO- stretching 1540 3.48
stearic acid CdO stretching 1700 1.20
X )
21
2
A1
A2
+ 21
(4)
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The fast ionic reaction between NaSt and ZnSO4
occurred within a few minutes and the conversion
reached a value of about 86% with respect to NaSt as
shown in Figure 9. It was assumed that only sodium
stearate and ZnSt2 were present in small samples taken
in the precipitation process. The reaction may occur
in two consecutive steps: first with the substitution of
0.5 mol Zn(II) ions with 1 mol Na ions with the form-
ation of NaZn0.5St2, then further substitution to give
ZnSt2. Existence of the probable intermediate product
NaZn0.5St2 was totally neglected in conversion calcula-
tions since no IR spectroscopic data for NaZn0.5St were
present. Free acid formation by hydrolysis of sodium
stearate in water was also negligible, since no carbonyl
group peak of stearic acid at 1700 cm-1 was present in
the IR spectrum of ZnSt2 obtained by the precipitation
process. Thus, the decrease of conversion with time from
0.86 to 0.82 in 8 min shown in Figure 9 could be
attributed to error introduced in conversion calculations
by the presence of intermediate products.
In the fusion process the reaction seemed to occur in
two steps; the reaction took place between the solid zinc
oxide particles and molten stearic acid in the first step.
The synthesized zinc stearate formed a shell at the
surface of the zinc oxide and hindered the diffusion of
the stearic acid onto the zinc oxide surface. With
elapsing time, the shell of zinc stearate was removed
by mechanical mixing from the zinc oxide surface and
the fast second step begins. In the second step, the
highest conversion reached was 82% with respect to
stearic acid. Since the carbon chain length of the stearic
acid was lower than C18, higher COOH functional
groups per mole of the acid used in this study were
present. The stearic acid contained 52.3% C18 and
47.7% C16 alkyl chain and the acid number was 208.2
mg KOH/g. Excess acid functional groups (6%) were
present in the fusion process reaction mixture as
calculated using the acid number (208.2 mg KOH/g) of
stearic acid and molar mass of the mixture of stearic
(53.3%) and palmitic acids (47.7%) at the present study.
Even if ZnO should be the limiting reagent in this case,
less conversion (82%) was obtained than expected
(97.5%) indicating there should be other reasons such
as reversibility of reaction and mass transfer limitations
which should be further investigated.
Conclusions
The fusion process was slower than the precipitation
process. At least 45 min was required for 80% conver-
sion. This time period was much shorter than the
reported reaction time for other metal soaps.6 For the
precipitation process, the following conclusions were
drawn: The solubility of the sodium stearate determines
the important parameters, e.g., amount of water re-
quired, reaction temperature, etc., in this process. NaSt
at 2.5% (w) is an optimum solubility value at 70 °C for
the reaction. However, this low solubility of NaSt caused
an increase in the amount of water used in the reaction.
Therefore, further washing and filtration processes were
required. The other anticipated result is the treatment
of wastewater effluent from process. It was concluded
from XRD patterns that zinc stearate was not orderly
packed and crystallinity was low. SEM micrographs
showed that zinc stearate crystal morphology was in
lamellar form. The particle size was found to be between
2 and 4 ím. From their IR spectra, it was seen that
highly pure zinc stearate was obtained from the pre-
cipitation process with an equivalent raw materials
ratio when compared to the fusion process.
For the fusion process the following conclusions were
drawn: The shortest reaction time of 45 min was
obtained at a 750 rpm stirring rate and 140 °C for the
same conversion value of 80%. Vigorous agitation
increased the collision of the reactants. Although the
reaction temperature was two times greater than that
of the precipitation process, synthesized zinc stearate
samples contained unreacted raw material; the presence
of unreacted stearic acid in the product was observed
in both its IR spectrum and DSC curve. ZnO was the
limiting reagent since stearic acid used has a shorter
chain length than C18. XRD patterns showed that zinc
stearate crystallinity was greater than the precipitation
process product crystallinity. Since the product was
obtained from melt, it was more orderly packed. From
SEM micrographs, zinc stearate crystal structure was
observed as layered lamellar form. The particle size of
zinc stearate was found to be between 4 and 6 ím from
SEM micrographs. The phase change of the zinc stear-
ate samples was observed as from solid to liquid directly
for both processes. In the precipitation process the
melting point of samples was found to be 122 °C. The
melting points of samples from fusion process were
found to be slightly lower than 122 °C due to the
presence of stearic acid.
Using excess ZnSO4 and ZnO in the precipitation and
fusion processes would ensure the higher conversion of
NaSt and stearic acid, respectively. The risk of having
free ZnSO4 could be eliminated by washing the product
in the precipitation process. On the other hand it would
be preferable to have excess ZnO than free stearic acid
in ZnSt2 produced by the fusion process. Using a
turbomixer could be preferred to eliminate mass trans-
fer limitations in the fusion process. Using commercial
stearic acid containing palmitic acid lowered the melting
points of ZnSt2 produced by both the precipitation and
fusion processes, but this would not effect the functions
of ZnSt2 obtained as heat stabilizers and lubricants.
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